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M124A M154A M214A M254A
Weighing range 120 g 150 g 210 g 250 g
Readability 0.1 mg 0.1 mg 0.1 mg 0.1 mg
Reproducibitlity 0.1 mg 0.1 mg 0.1 mg 0.1 mg
Linearity + 0.2 mg + 0.2 mg + 0.2 mg + 0.2 mg
Pan dim. (mm) D 80 @ 80 @ 80 @ 80
RS232 provided provided provided provided
Display LCD display with backlight
Line Voltage 230/115Vac £ 15%
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M124Ai M154Ai M214Ai M254Ai
Weighing range 120 g 150 g 210 g 250 g
Readability 0.1 mg 0.1 mg 0.1 mg 0.1 mg
Reproducibility 0.1 mg 0.1 mg 0.1 mg 0.1 mg
Linearity +0.2 mg +0.2 mg +0.2 mg +0.2 mg
Pan dim. {mm) @ 80 @ 80 @ 80 o 80
RS232 provided provided provided pravided
Display LCD display with backlight
Line Voltage 230 o 115VWac + 15%
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MARK 3000 MARK MARK MARK MARK MARK MARK MARK MARK
4500PROM  4500PQ  5200PQ  6500PQ 8000PQ 10000PQ 12000PQ 16000PQ
Weighing range 3000 g 4500 g 4500 g 520049 6500 g 8000 g 10000 g 12000 g 16000 g
Readability 0.19g 0.1g 0.19g 0.19g 0.1g 0.19g 0.1g 0.1g 0.19g
Reproducibility 0.05g 0.05 g 0.05g 0.05g 0.05g 0.05 g 0.05 g 0.05 g 0.05g
Linearity +0.19g +0.19g +0.19g +0.19g +0.1g +0.2g +0.2g +0.29g +0.29g
Pan dim. (mm) @ 160 @ 160 195x175 | 195x175 | 195x175 195x175 195x175 195x175 195x175
RS232 provided provided provided provided provided provided provided provided provided
Display LCD with backlight LCD ewith backlight
Line Voltage 230 o 115Wac £ 15%; internal rechargeable battery 230 o 115Vac + 15%; internal rechargeable battery
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ULTRAMARK ULTRAMARK ULTRAMARK ULTRAMARK ULTRAMARK ULTRAMARK
160 220 330 500 720 1005

Weighing range 150 g 220 g 330 g 500 g 720 g 1005 g
Readability 0.001 g 0.001 g 0.001 g 0.001 g 0.001 g 0.001 g
Reproducibility 0.0005 g 0.0005 g 0.0005 g 0.0005 g 0.0005 g 0.0005 g
Linearity + 0.001 g + 0.001 g + 0.002 g + 0.002 g + 0.003 g + 0.003 g
Pan dim. {mm} @ 110 @ 110 @ 110 @ 110 @ 110 @ 110
RS232 provided provided provided provided provided provided
Display LCD display with backlight LCD display with hacklight
Line Woltage 230 o0 115Vac = 15% 230 0 115Wac £ 15%
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Mark 12v60 Mark

Weighing range 120g/600g

Readability 0.001/0.01¢g 0.001 g

Linearity +0.2¢g +t0.2¢g

Pan dim. {mm) @ 110 @ 110

RSZ232 provided provided

Calibration External Interna

Display LCD with backlight

Line Voltage 230 o 115Wac £ 15%; internal rechargeable battery

()
& &&+
, - &+ 5.&+

MARK 160 MARK 220 MARK 330 MARK 500 MARK 720

Weighing range 160 g 220 g 330 g 500 g 720 g
Readability 0.001 g 0.001 g 0.001 g 0.001 g 0.001 g
Reproducibility 0.0005 g 0.0005 g | 0.0005g | 0.0005g | 0.0005 g
Linearity +0.001 g | +£0.001 g | +£0.002 g | £0.002 g | £0.002 g
Pan dim. {mm) @ 110 @ 110 @110 @110 @110
RS232 provided provided provided provided provided
Display LCD display with backlitght

Line Voltage 230 o 115Vac £ 15%
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ULTRAMARK ULTRAMARK ULTRAMARK ULTRAMARK ULTRAMARK ULTRAMARK
1700 2200 3100 3500 4100 5200
Weighing range 1700 g 2200 g 3100 g 3500 g 4100 g 5200 g
Readability 0.01g 0.01 g 0.01 g 0.01 g 0.01g 0.01g
Reproducibility 0.005 g 0.005 g 0.005 g 0.005 g 0.005 g 0.005 g
Linearity +0.01g +0.02 g +0.02 g +0.03 g +0.02 g +0.03 g
Pan dim. {mm) @ 160 @ 160 @ 160 0 160 o 160 @ 160
RS232 provided provided provided provided provided provided
Display Fluorescence display at high brightness and contrast
Line Voltage 230 0 115Vac + 15% 230 0 115Vac + 15%
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MARK 520 MARK 1000 MARK 1700 MARK 2200 MARK 3100 MARK 3500 MARK 4100 MARK 5200

Weighing range 520 g 1000 g 1700 g 2200 g 3100 g 3500 g 4100 g 5300 g

Readability 0.01g 0.01 g 0.01 g 0.01g 0.01 g 0.01 g 0.01 g 0.01g

Reproducibility 0.005 g 0.005 g 0.005 g 0.005 g 0.005 g 0.005 g 0.005 g 0.005 g

Linearity +0.02 g +0.02 g +0.01g +0.02 g +0.02 g +0.03 g +0.03g +0.03 g

Pan dim. {mm} @ 160 D 160 @ 160 @ 160 D 180 @ 160 D 180 @ 160

RS232 provided provided provided provided provided provided provided provided

Display

Line Woltage

Fluorescence display at high
brightness and contrast

230 0 115Vac £ 15%

LCD with backlite

230 0 115Vac £ 15%;
rechargable battery

Fluorescence display at high brightness and contrast

230 o 115Vac £ 15%

Readability
Reproducibility
Linearity

Pan dim. {mm)
R5232

Display

Line Woltage

Weighing range
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TOP RAY 160
160 g

0.001 g
0.5 mg
+0.002 g
@ 110
provided
Fluorescence at high brightness and contrast
230 0 115Vac £ 15%
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MARK S 2200 MARK S 3200 MARK S 5200
Weighing range 2200 g 3200 g 5200 g
Readability 0.1qg 0.1qg 0.1qg
Reproducibility 0.05 g 0.05g 0.05 g
Linearity +0.1qg +0.1qg +0.1qg
Pan dim. {mm}) 150x140 150x140 150x140
RS232 provided provided provided
Display LCD with backlight
Line Voltage 230 o 115Wac + 15%; internal rechargable battery
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