
Safety Cabinets1

The new generation of cabinets
Wing door models VBF.196., VBF.129. 
and F60.196.

Safety up to date
Each cabinet of the new generation is tested for a fire resistance of 90 and 60 minutes in
accordance with BS EN 14470-1 (Type 90 and Type 60).

The highlights:

Operation
The opening of the doors is very smooth and provides more convenience and safety when using the cabinet.

New locking mechanism
The cabinets are equipped with a cylinder lock 
and can be integrated into existing master-key
systems

Bottom collecting sump
With three-sided lip seal, safe collection of leakage

Extraction air inlet
The extraction air inlet is flush with the ceiling of 
the cabinet

Adjusting aids
The alignment of the cabinet has been
improved and simplified

Door open arrest system
Convenience at storage and removal. Safety in the event of fire due to integrated thermal release
system, releasing the door at a defined temperature between 40! C. and 50! C

40



Safety Cabinets 1

Cabinet series VBF.196.xx, VBF.129.xx and F60.196.xx
Wing doors with shelves

Type tested according to  
BS EN 14470-1(Type 90 and Type 60)

Approved storage of hazardous materials in workrooms. 
Each cabinet is tested for a fire resistance of 90 and 60 minutes in accordance with BS EN 14470-1 (Type 90 and Type 60).

VBF.196.120-GF (page 42)
with 3 shelves, perforated metal plate insert, 
bottom collecting sump and door open arrest
system
F.60.196.120 (page 52)

VBF.196.90-F Special width 900 mm (page 44)
with 3 shelves, perforated metal plate insert, 
bottom collecting sump and door open arrest
system

VBF.129.120-GF (page 48)
with 2 shelves, perforated metal plate insert, 
bottom collecting sump and door open arrest
system

VBF.129.60-F (page 50)
with 2 shelves, perforated metal plate insert, 
bottom collecting sump and door open arrest
system

VBF.196.60-GF(page 46)
with 3 shelves, perforated metal plate insert, 
bottom collecting sump and door open arrest
system
F.60.196.60 (page 54)
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Safety Cabinets1

- Safe and approved storage of hazar-
dous materials in workrooms

- 90 min. fire resistant cabinet in accor-
dance with BS EN 14470-1 (Type 90)

- Door open arrest system (optional)
- Cylinder locking (suitable for master-

key systems)
- Extraction air inlet on the top

- Adjusting aids to compensate 
for uneven floor

- Earthing link (standard)
- Cabinet dimensions (W x D x H) mm:

exterior: approx. 1200 x 615 x 1968
interior: approx. 1050 x 520 x 1740

- Cabinet weight: approx. 420 kg
- Load capacity per shelf (evenly 

distributed load): approx. 75 kg
- Labelling in accordance with 

BS EN 14470-1

Picture: VBF.196.120-GF  
Wing door cabinet, warning yellow, 
with 3 shelves, perforated metal plate insert,
bottom collecting sump, made of sheet-steel
plastic laminated, and door open arrest system

Delivery time 4-6 weeks

VBF.196.120

Wing door cabinet with shelves

The Classic 
All-round efficiency

IMPORTANT
SAFETY

INFORMATION

Note pages 118-125!

Chemicals allowed for storage:Chemicals allowed for storage:
F+ Xi T C N

limited

BS EN



Type Material, colour, details Recom. equipment  W x D x H (mm) Order No.
Safety cabinet Type 90 light grey, RAL 7035 1200 x 615 x 1968 VBF.196.120 A
Safety cabinet Type 90 warning yellow, RAL 1004 1200 x 615 x 1968 VBF.196.120-G A
Door open arrest system 1 unit HF.TF.5816 A
Bottom collecting sump (V=33 ltr.) sheet-steel, plastic laminated 1 unit 1042 x 462 x 80 EP.ML.5535 A
Perforated metal plate insert sheet-steel, plastic laminated 1 unit 1025 x 415 x 60 EP.ML.5536 A
Shelf sheet-steel, plastic laminated 3 units 1043 x 435 x 30 EP.ML.5534 A
Bottom collecting sump (V=33 ltr.) stainless steel 1042 x 462 x 80 EP.M.5772 A
Perforated metal plate insert stainless steel 1025 x 415 x 60 EP.M.5773 A
Shelf stainless steel 1043 x 435 x 30 EP.M.5771 A
PE sump inliner for shelves 998 x 390 x 40 EH.K.7223 A
Box for chemicals PP, with handles and cover 410 x 300 x 290 HF.K.7224 A
Storage box (left hand door) sheet-steel, plastic laminated 380 x 420 x 360 HF.I.5784 A
Storage box (right hand door) sheet-steel, plastic laminated 380 x 420 x 360 HF.I.5785 A
Fire protected add-on for installation of pipes and cables ù up to 28 HF.B.6212 B

Delivery is either behind the first lockable door at ground level, LFH.197.120
Or to Point Of Use . Please note that if asecos are requested to transport the item to the point of use, a surcharge may be incurred by the
customer if this takes more than 30 min. without the use of a crane or similar facility. A separat e checklist must be used for t his . LFV.197.120
Transport packaging : Strong protection is used to avoid damage in transit HF.V.6636
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Safety Cabinets 1

Operation
- Smooth, air-damped door closing
- Minimal effort: door opening - 

easy and safe
- Door closing system outside the storage

compartment: increased protection of
moving and safety relevant components
against corrosion

Wing doors
- 90! opening, interior of the cabinet

completely visible 

Door open arrest system (optional)
- Holds door open and eases the storage

and removal inside the cabinet

Your safety in the event of fire!
- Door open arrest system with an 

integrated, thermal release system 
(fusible link), automatic closing of 
the doors

Shelves
- Height adjustable (32 mm increments)
- Cannot be tilted or removed

Bottom collecting sump
- Easy to remove
- With three-sided lip seal, safe collection

of leakage

Accessories
- PE sump inliner - protects shelves from

corrosive materials
- Box for chemicals - separate storage of

less aggressive chemicals
- Storage box - lockable, separate storage

of hazardous materials (storage box not
aerated)

- Certified fire protected add-on for 
access of pipes and cables through 
cabinet walls

Delivery time 4-6 weeks

Order data, equipment variations

New locking mechanism
The cabinets are equipped with a cylinder lock 
and can be integrated into existing master-key
systems

Bottom collecting sump
With three-sided lip seal, safe collection of leakage

Extraction air inlet
The extraction air inlet is flush with the 
ceiling of the cabinet

Adjusting aids
The alignment of the cabinet has been
improved and simplified

Extraction air connection
Dimension ù mm 75
Change of air 10 times m3/h 9
Pressure drop Pa 4

Top view VBF.196.120

Extraction air ø75
Fresh air

Earthing link
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Safety Cabinets1

- Safe and approved storage of hazar-
dous materials in workrooms

- 90 min. fire resistant cabinet in accor-
dance with BS EN 14470-1 (Type 90)

- Door open arrest system (optional)
- Cylinder locking (suitable for master-

key systems)
- Extraction air inlet on the top

- Adjusting aids to compensate 
for uneven floor

- Earthing link (standard)
- Cabinet dimensions (W x D x H) mm:

exterior: approx. 900 x 615 x 1968
interior: approx. 750 x 520 x 1740

- Cabinet weight: approx. 310 kg
- Load capacity per shelf (evenly 

distributed load): approx. 75 kg
- Labelling in accordance with 

BS EN 14470-1

Picture: VBF.196.90-F 
Wing door cabinet, light grey,
with 3 shelves, perforated metal plate insert,
bottom collecting sump, made of sheet-steel 
plastic laminated and door open arrest system

Delivery time 4-6 weeks

VBF.196.90 special width 900 mm

Wing door cabinet with shelves

The Classic 
All-round efficiency

IMPORTANT
SAFETY

INFORMATION

Note pages 118-125!

Chemicals allowed for storage:Chemicals allowed for storage:
F+ Xi T C N

limited

BS EN



Type Material, colour, details Recom. equipment  W x D x H (mm) Order No.
Safety cabinet Type 90 light grey, RAL 7035 900 x 615 x 1968 VBF.196.90 A
Safety cabinet Type 90 warning yellow, RAL 1004 900 x 615 x 1968 VBF.196.90-G A
Door open arrest system 1 unit HF.TF.5816 A
Bottom collecting sump (V=23 ltr.) sheet-steel, plastic laminated 1 unit 742 x 462 x 80 EP.ML.11164 A
Perforated metal plate insert sheet-steel, plastic laminated 1 unit 724 x 415 x 60 EP.ML.11165 A
Shelf sheet-steel, plastic laminated 3 units 743 x 435 x 30 EP.ML.11166 A
Bottom collecting sump (V=23 ltr.) stainless steel 742 x 462 x 80 EP.M.11167 A
Perforated metal plate insert stainless steel 743 x 435 x 30 EP.M.11168 A
Shelf stainless steel 1043 x 435 x 30 EP.M.11169 A
PE sump inliner for shelves 690 x 405 x 80 EP.K.9707 A
Box for chemicals PP, with handles and cover 410 x 300 x 290 HF.K.7224 A
Storage box (left hand door) sheet-steel, plastic laminated 380 x 420 x 360 HF.I.5784 A
Storage box (right hand door) sheet-steel, plastic laminated 380 x 420 x 360 HF.I.5785 A
Fire protected add-on for installation of pipes and cables ù up to 28 HF.B.6212 B

Delivery is either behind the first lockable door at ground level, LFH.197.80
Or to Point Of Use . Please note that if asecos are requested to transport the item to the point of use, a surcharge may be incurred by the
customer if this takes more than 30 min. without the use of a crane or similar facility. A separat e checklist must be used for t his . LFV.197.80
Transport packaging : Strong protection is used to avoid damage in transit HF.V.12030
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Safety Cabinets 1

Delivery time 4-6 weeks

Operation
- Smooth, air-damped door closing
- Minimal effort: door opening - 

easy and safe
- Door closing system outside the storage

compartment: increased protection of
moving and safety relevant components
against corrosion

Wing doors
- 90! opening, interior of the cabinet

completely visible 

Door open arrest system (optional)
- Holds door open and eases the storage

and removal inside the cabinet

Your safety in the event of fire!
- Door open arrest system with an 

integrated, thermal release system 
(fusible link), automatic closing of 
the doors

Shelves
- Height adjustable (32 mm increments)
- Cannot be tilted or removed

Bottom collecting sump
- Easy to remove
- With three-sided lip seal, safe collection

of leakage

Accessories
- PE sump inliner - protects shelves from

corrosive materials
- Box for chemicals - separate storage of

less aggressive chemicals
- Storage box - lockable, separate storage

of hazardous materials (storage box not
aerated)

- Certified fire protected add-on for 
access of pipes and cables through 
cabinet walls

Order data, equipment variations

Top view VBF.196.90

New locking mechanism
The cabinets are equipped with a cylinder lock 
and can be integrated into existing master-key
systems

Bottom collecting sump
With three-sided lip seal, safe collection of leakage

Extraction air inlet
The extraction air inlet is flush with the 
ceiling of the cabinet

Adjusting aids
The alignment of the cabinet has been 
improved and simplified

Extraction air connection
Dimension ù mm 75
Change of air 10 times m3/h 6
Pressure drop Pa 2

Extraction air ø75

Fresh air

Earthing
link
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Safety Cabinets1

- Safe and approved storage of hazar-
dous materials in workrooms

- 90 min. fire resistant cabinet in accor-
dance with BS EN 14470-1 (Type 90)

- Door open arrest system (optional)
- Cylinder locking (suitable for master-

key systems)
- Extraction air inlet on the top

- Adjusting aids to compensate 
for uneven floor

- Earthing link (standard)
- Cabinet dimensions (W x D x H) mm:

exterior: approx. 600 x 615 x 1968
interior: approx. 450 x 520 x 1740

- Cabinet weight: approx. 260 kg
- Load capacity per shelf (evenly 

distributed load): approx. 75 kg
- Labelling in accordance with 

BS EN 14470-1

Picture: VBF.196.60-GF 
Wing door cabinet, warning yellow, 
with 3 shelves, perforated metal plate insert, 
bottom collecting sump, made of sheet-steel
plastic laminated and door open arrest system

Delivery time 4-6 weeks

VBF.196.60

Wing door cabinet with shelves

The Classic 
All-round efficiency

IMPORTANT
SAFETY

INFORMATION

Note pages 118-125!

Chemicals allowed for storage:Chemicals allowed for storage:
F+ Xi T C N

limited

BS EN



Type Material, colour, details Recom. equipment  W x D x H (mm) Order No.
Safety cabinet Type 90, left door light grey, RAL 7035 600 x 615 x 1968 VBF.196.60 A
Safety cabinet Type 90, right door light grey, RAL 7035 600 x 615 x 1968 VBF.196.60-R A
Safety cabinet Type 90, left door warning yellow, RAL 1004 600 x 615 x 1968 VBF.196.60-G A
Safety cabinet Type 90, right door warning yellow, RAL 1004 600 x 615 x 1968 VBF.196.60-GR A
Door open arrest system 1 unit HF.TF.5815 A
Bottom collecting sump (V=22 ltr.) sheet-steel, plastic laminated 1 unit 442 x 457 x 130 EP.ML.7455 A
Perforated metal plate insert sheet-steel, plastic laminated 1 unit 439 x 420 x 60 EP.ML.5555 A
Shelf sheet-steel, plastic laminated 3 units 443 x 435 x 30 EP.ML.5553 A
Bottom collecting sump (V=22 ltr.) stainless steel 442 x 457 x 130 EP.M.5775 A
Perforated metal plate insert stainless steel 439 x 420 x 60 EP.M.5776 A
Shelf stainless steel 443 x 435 x 30 EP.M.5774 A
PE sump inliner for shelves 405 x 395 x 80 EP.K.9706 A
Box for chemicals PP, with handles and cover 410 x 300 x 290 HF.K.7224 A
Storage box (left hand door) sheet-steel, plastic laminated 380 x 420 x 360 HF.I.5784 A
Storage box (right hand door) sheet-steel, plastic laminated 380 x 420 x 360 HF.I.5785 A
Fire protected add-on  for installation of pipes and cables ù up to 28 HF.B.6212 B

Delivery is either behind the first lockable door at ground level, LFH.197.60
Or to Point Of Use . Please note that if asecos are requested to transport the item to the point of use, a surcharge may be incurred by the
customer if this takes more than 30 min. without the use of a crane or similar facility. A separat e checklist must be used for t his . LFV.197.60
Transport packaging : Strong protection is used to avoid damage in transit HF.V.6637

Order data, equipment variations
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Safety Cabinets 1

Delivery time 4-6 weeks

Operation
- Smooth, air-damped door closing
- Minimal effort: door opening - 

easy and safe
- Door closing system outside the storage

compartment: increased protection of
moving and safety relevant components
against corrosion

Wing door
- 90! opening, interior of the cabinet

completely visible 

Door open arrest system (optional)
- Holds door open and eases the storage

and removal inside the cabinet

Your safety in the event of fire!
- Door open arrest system with an 

integrated, thermal release system 
(fusible link), automatic closing of 
the doors

Shelves
- Height adjustable (32 mm increments)
- Cannot be tilted or removed

Bottom collecting sump
- Easy to remove
- With three-sided lip seal, safe collection

of leakage

Accessories
- PE sump inliner - protects shelves from

corrosive materials
- Box for chemicals - separate storage of

less aggressive chemicals
- Storage box - lockable, separate storage

of hazardous materials (storage box not
aerated)

- Certified fire protected add-on for 
access of pipes and cables through 
cabinet walls

Top view VBF.196.60

New locking mechanism
The cabinets are equipped with a cylinder lock 
and can be integrated into existing master-key
systems

Bottom collecting sump
With three-sided lip seal, safe collection of leakage

Extraction air inlet
The extraction air inlet is flush with the 
ceiling of the cabinet

Adjusting aids
The alignment of the cabinet has been
improved and simplified

Extraction air connection
Dimension ù mm 75
Change of air 10 times m3/h 4
Pressure drop Pa 2

Extraction air ø75

Fresh air

Earthing
link
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Safety Cabinets1

- Safe and approved storage of hazar-
dous materials in workrooms

- 90 min. fire resistant cabinet in accor-
dance with BS EN 14470-1 (Type 90)

- Door open arrest system (optional)
- Cylinder locking (suitable for master-

key systems)
- Extraction air inlet on the top

- Adjusting aids to compensate 
for uneven floor

- Earthing link (standard)
- Cabinet dimensions (W x D x H) mm:

exterior: approx. 1200 x 615 x 1268
interior: approx. 1050 x 520 x 1170

- Cabinet weight: approx. 270 kg
- Load capacity per shelf (evenly 

distributed load): approx. 75 kg
- Labelling in accordance with 

BS EN 14470-1

Picture: VBF.129.120-GF 
Wing door cabinet, warning yellow, 
with 2 shelves, perforated metal plate insert,
bottom collecting sump, made of sheet-steel 
plastic laminated and door open arrest system

Delivery time 4-6 weeks

VBF.129.120

Wing door cabinet with shelves

The Classic 
All-round efficiency

IMPORTANT
SAFETY

INFORMATION

Note pages 118-125!

Chemicals allowed for storage:Chemicals allowed for storage:
F+ Xi T C N

limited

BS EN



Type Material, colour, details Recom. equipment  W x D x H (mm) Order No.                 
Safety cabinet Type 90 light grey, RAL 7035 1200 x 615 x 1298 VBF.129.120 A
Safety cabinet Type 90 warning yellow, RAL 1004 1200 x 615 x 1298 VBF.129.120-G A
Door open arrest system 1 unit HF.TF.5816 A
Bottom collecting sump (V=33 ltr.) sheet-steel, plastic laminated 1 unit 1042 x 462 x 80 EP.ML.5535 A
Perforated metal plate insert sheet-steel, plastic laminated 1 unit 1025 x 415 x 60 EP.ML.5536 A
Shelf sheet-steel, plastic laminated 2 units 1043 x 435 x 30 EP.ML.5534 A
Bottom collecting sump (V=33 ltr.) stainless steel 1042 x 462 x 80 EP.M.5772 A
Perforated metal plate insert stainless steel 1025 x 415 x 60 EP.M.5773 A
Shelf stainless steel 1043 x 435 x 30 EP.M.5771 A
PE sump inliner for shelves 998 x 390 x 45 EH.K.7223 A
Box for chemicals PP, with handles and cover 410 x 300 x 290 HF.K.7224 A
Storage box (left hand door) sheet-steel, plastic laminated 380 x 420 x 360 HF.I.5784 A
Storage box (right hand door) sheet-steel, plastic laminated 380 x 420 x 360 HF.I.5785 A
Fire protected add-on for installation of pipes and cables ù up to 28 HF.B.6212 B

Delivery is either behind the first lockable door at ground level, LFH.197.120
Or to Point Of Use . Please note that if asecos are requested to transport the item to the point of use, a surcharge may be incurred by the
customer if this takes more than 30 min. without the use of a crane or similar facility. A separat e checklist must be used for t his . LFV.197.120
Transport packaging : Strong protection is used to avoid damage in transit HF.V.6636
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Safety Cabinets 1

Operation
- Smooth, air-damped door closing
- Minimal effort: door opening - 

easy and safe
- Door closing system outside the storage

compartment: increased protection of
moving and safety relevant components
against corrosion

Wing doors
- 90! opening, interior of the cabinet

completely visible 

Door open arrest system (optional)
- Holds door open and eases the storage

and removal inside the cabinet

Your safety in the event of fire!
- Door open arrest system with an 

integrated, thermal release system 
(fusible link), automatic closing of 
the doors

Shelves
- Height adjustable (32 mm increments)
- Cannot be tilted or removed

Bottom collecting sump
- Easy to remove
- With three-sided lip seal, safe collection

of leakage

Accessories
- PE sump inliner - protects shelves from

corrosive materials
- Box for chemicals - separate storage of

less aggressive chemicals
- Storage box - lockable, separate storage

of hazardous materials (storage box not
aerated)

- Certified fire protected add-on for 
access of pipes and cables through 
cabinet walls

Delivery time 4-6 weeks

Order data, equipment variations

New locking mechanism
The cabinets are equipped with a cylinder lock 
and can be integrated into existing master-key
systems

Bottom collecting sump
With three-sided lip seal, safe collection of leakage

Extraction air inlet
The extraction air inlet is flush with the 
ceiling of the cabinet

Adjusting aids
The alignment of the cabinet has been 
improved and simplified

Extraction air connection
Dimension ù mm 75
Change of air 10 times m3/h 5
Pressure drop Pa 3

Top view VBF.129.120

Extraction air ø75
Fresh air

Earthing link



- Safe and approved storage of hazar-
dous materials in workrooms

- 90 min. fire resistant cabinet in accor-
dance with BS EN 14470-1 (Type 90)

- Door open arrest system (optional)
- Cylinder locking (suitable for master-

key systems)
- Extraction air inlet on the top

- Adjusting aids to compensate 
for uneven floor

- Earthing link (standard)
- Cabinet dimensions (W x D x H) mm:

exterior: approx. 600 x 615 x 1268
interior: approx. 450 x 520 x 1070

- Cabinet weight: approx. 170 kg
- Load capacity per shelf (evenly 

distributed load): approx. 75 kg
- Labelling in accordance with 

BS EN 14470-1

Picture: VBF.129.60-F 
Wing door cabinet, light grey, 
with 2 shelves, perforated metal plate insert,
bottom collecting sump, made of sheet-steel 
plastic laminated and door open arrest system

VBF.129.60

Wing door cabinet with shelves

The Classic 
All-round efficiency
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Safety Cabinets1

Delivery time 4-6 weeks

IMPORTANT
SAFETY

INFORMATION

Note pages 118-125!

Chemicals allowed for storage:Chemicals allowed for storage:
F+ Xi T C N

limited

BS EN



Type Material, colour, details Recom. equipment  W x D x H (mm) Order No.
Safety cabinet Type 90, left door light grey, RAL 7035 600 x 615 x 1298 VBF.129.60 A
Safety cabinet Type 90, right door light grey, RAL 7035 600 x 615 x 1298 VBF.129.60-R A
Safety cabinet Type 90, left door warning yellow, RAL 1004 600 x 615 x 1298 VBF.129.60-G A
Safety cabinet Type 90, right door warning yellow, RAL 1004 600 x 615 x 1298 VBF.129.60-GR A
Door open arrest system 1 unit HF.TF.5815 A
Bottom collecting sump (V=23 ltr.) sheet-steel, plastic laminated 1 unit 442 x 457 x 130 EP.ML.7455 A
Perforated metal plate insert sheet-steel, plastic laminated 1 unit 439 x 420 x 60 EP.ML.5555 A
Shelf sheet-steel, plastic laminated 3 units 443 x 435 x 30 EP.ML.5553 A
Bottom collecting sump (V=23 ltr.) stainless steel 442 x 457 x 130 EP.M.5775 A
Perforated metal plate insert stainless steel 439 x 420 x 60 EP.M.5776 A
Shelf stainless steel 443 x 435 x 30 EP.M.5774 A
PE sump inliner for shelves 405 x 395 x 80 EH.K.9706 A
Box for chemicals PP, with handles and cover 410 x 300 x 290 HF.K.7224 A
Storage box (left hand door) sheet-steel, plastic laminated 380 x 420 x 360 HF.I.5784 A
Storage box (right hand door) sheet-steel, plastic laminated 380 x 420 x 360 HF.I.5785 A
Fire protected add-on for installation of pipes and cables dia. up to 28 mm HF.B.6212 B

Delivery is either behind the first lockable door at ground level, LFH.197.60
Or to Point Of Use . Please note that if asecos are requested to transport the item to the point of use, a surcharge may be incurred by the
customer if this takes more than 30 min. without the use of a crane or similar facility. A separat e checklist must be used for t his . LFV.197.60
Transport packaging : Strong protection is used to avoid damage in transit HF.V.6637

Operation
- Smooth, air-damped door closing
- Minimal effort: door opening - 

easy and safe
- Door closing system outside the storage

compartment: increased protection of
moving and safety relevant components
against corrosion

Wing door
- 90! opening, interior of the cabinet

completely visible 

Door open arrest system (optional)
- Holds door open and eases the storage

and removal inside the cabinet

Your safety in the event of fire!
- Door open arrest system with an 

integrated, thermal release system 
(fusible link), automatic closing of 
the doors

Shelves
- Height adjustable (32 mm increments)
- Cannot be tilted or removed

Bottom collecting sump
- Easy to remove
- With three-sided lip seal, safe collection

of leakage

Accessories
- PE sump inliner - protects shelves from

corrosive materials
- Box for chemicals - separate storage of

less aggressive chemicals
- Storage box - lockable, separate storage

of hazardous materials (storage box not
aerated)

- Certified fire protected add-on for 
access of pipes and cables through 
cabinet walls

Order data, equipment variations
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Delivery time 4-6 weeks

Top view VBF.129.60

New locking mechanism
The cabinets are equipped with a cylinder lock 
and can be integrated into existing master-key
systems

Bottom collecting sump
With three-sided lip seal, safe collection of leakage

Extraction air inlet
The extraction air inlet is flush with the 
ceiling of the cabinet

Adjusting aids
The alignment of the cabinet has been
improved and simplified

Extraction air connection
Dimension ù mm 75
Change of air 10 times m3/h 2
Pressure drop Pa 2

Extraction air ø75

Fresh air

Earthing
link



Safety Cabinets1
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- Safe and approved storage of hazar-
dous materials in workrooms

- 60 min. fire resistant cabinet in accor-
dance with BS EN 14470-1 (Type 60)

- Door open arrest system (optional)
- Cylinder locking (suitable for master-

key systems)
- Extraction air inlet on the top

- Adjusting aids to compensate 
for uneven floor

- Earthing link (standard)
- Cabinet dimensions (W x D x H) mm:

exterior: approx. 1200 x 615 x 1968
interior: approx. 1050 x 520 x 1740

- Cabinet weight: approx. 420 kg
- Load capacity per shelf (evenly 

distributed load): approx. 75 kg
- Labelling in accordance with 

BS EN 14470-1

Picture: F60.196.120-F
Wing door cabinet, light grey, 
with 3 shelves, perforated metal plate insert, 
bottom collecting sump, made of sheet-steel 
plastic laminated and door open arrest system

F60.196.120

Wing door cabinet with shelves

The Classic 
All-round efficiency

Delivery time 4-6 weeks

IMPORTANT
SAFETY

INFORMATION

Note pages 118-125!

Chemicals allowed for storage:Chemicals allowed for storage:
F+ Xi T C N

limited

BS EN



Type Material, colour, details Recom. equipment  W x D x H (mm) Ord er No.
Safety cabinet Type 60 light grey, RAL 7035 1200 x 615 x 1968 F60.196.120 A
Safety cabinet Type 60 warning yellow, RAL 1004 1200 x 615 x 1968 F60.196.120-G A
Door open arrest system 1 unit HF.TF.5816 A
Bottom collecting sump (V=33 ltr.) sheet-steel, plastic laminated 1 unit 1042 x 462 x 80 EP.ML.5535 A
Perforated metal plate insert sheet-steel, plastic laminated 1 unit 1025 x 415 x 60 EP.ML.5536 A
Shelf sheet-steel, plastic laminated 3 units 1043 x 435 x 30 EP.ML.5534 A
Bottom collecting sump (V=33 ltr.) stainless steel 1042 x 462 x 80 EP.M.5772 A
Perforated metal plate insert stainless steel 1025 x 415 x 60 EP.M.5773 A
Shelf stainless steel 1043 x 435 x 30 EP.M.5771 A
PE sump inliner for shelves 998 x 390 x 40 EH.K.7223 A
Box for chemicals PP, with handles and cover 410 x 300 x 290 HF.K.7224 A
Storage box (left hand door) sheet-steel, plastic laminated 380 x 420 x 360 HF.I.5784 A
Storage box (right hand door) sheet-steel, plastic laminated 380 x 420 x 360 HF.I.5785 A
Fire protected add-on for installation of pipes and cables ù up to 28 HF.B.6212 B

Delivery is either behind the first lockable door at ground level, LFH.197.120
Or to Point Of Use . Please note that if asecos are requested to transport the item to the point of use, a surcharge may be incurred by the
customer if this takes more than 30 min. without the use of a crane or similar facility. A separat e checklist must be used for t his . LFV.197.120
Transport packaging : Strong protection is used to avoid damage in transit HF.V.6636

Order data, equipment variations

Delivery time 4-6 weeks

Safety Cabinets 1
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Operation
- Smooth, air-damped door closing
- Minimal effort: door opening - 

easy and safe
- Door closing system outside the storage

compartment: increased protection of
moving and safety relevant components
against corrosion

Wing doors
- 90! opening, interior of the cabinet

completely visible 

Door open arrest system (optional)
- Holds door open and eases the storage

and removal inside the cabinet

Your safety in the event of fire!
- Door open arrest system with an 

integrated, thermal release system 
(fusible link), automatic closing of 
the doors

Shelves
- Height adjustable (32 mm increments)
- Cannot be tilted or removed

Bottom collecting sump
- Easy to remove
- With three-sided lip seal, safe collection

of leakage

Accessories
- PE sump inliner - protects shelves from

corrosive materials
- Box for chemicals - separate storage of

less aggressive chemicals
- Storage box - lockable, separate storage

of hazardous materials (storage box not
aerated)

- Certified fire protected add-on for 
access of pipes and cables through 
cabinet walls

Top view F60.196.120

Extraction air ø75
Fresh air

Earthing link

New locking mechanism
The cabinets are equipped with a cylinder lock 
and can be integrated into existing master-key
systems

Bottom collecting sump
With three-sided lip seal, safe collection of leakage

Extraction air inlet
The extraction air inlet is flush with the 
ceiling of the cabinet

Adjusting aids
The alignment of the cabinet has been
improved and simplified

Extraction air connection
Dimension ù mm 75
Change of air 10 times m3/h 9
Pressure drop Pa 4
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Safety Cabinets1

Delivery time 4-6 weeks

- Safe and approved storage of hazar-
dous materials in workrooms

- 60 min. fire resistant cabinet in accor-
dance with BS EN 14470-1 (Type 60)

- Door open arrest system (optional)
- Cylinder locking (suitable for master-

key systems)
- Extraction air inlet on the top

- Adjusting aids to compensate 
for uneven floor

- Earthing link (standard)
- Cabinet dimensions (W x D x H) mm:

exterior: approx. 600 x 615 x 1968
interior: approx. 450 x 520 x 1740

- Cabinet weight: approx. 260 kg
- Load capacity per shelf (evenly 

distributed load): approx. 75 kg
- Labelling in accordance with 

BS EN 14470-1

Picture: F60.196.60-GF
Wing door cabinet, warning yellow,
with 3 shelves, perforated metal plate insert,
bottom collecting sump, made of sheet-steel 
plastic laminated and door open arrest system

F60.196.60

Wing door cabinet with shelves

The Classic 
All-round efficiency

IMPORTANT
SAFETY

INFORMATION

Note pages 118-125!

Chemicals allowed for storage:Chemicals allowed for storage:
F+ Xi T C N

limited

BS EN


